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§432.93

and TSS specified in paragraph (a) of
this section.

§432.93 Effluent limitations attainable
by the application of the best avail-
able technology economically
achievable (BAT).

Except as provided by 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BAT:

(a) Facilities that generate no more
than 50 million pounds per year of fin-
ished products must achieve the fol-
lowing effluent limitations:

EFFLUENT LIMITATIONS

[BAT]
; Maximum
Regulated Maximum
" thl
parameter daily 1 n;?[’;l I
Ammonia (as N) 8.0 4.0

Tmg/L (ppm).

(b) Facilities that generate more
than 50 million pounds per year of fin-
ished products must achieve the fol-
lowing effluent limitations:

EFFLUENT LIMITATIONS

[BAT]
N Maximum
Regulated Maximum
" monthly
parameter daily 1 avg. !
Ammonia (as N) 8.0 4.0
Total Nitrogen 194 134

Tmg/L (ppm).

§432.94 Pretreatment standards for
existing sources (PSES). [Reserved]

§432.95 New source
standards (NSPS).

Except as provided in paragraph (c)
of this section, any source that is a
new source subject to this subpart
must achieve the following perform-
ance standards:

(a) Facilities that generate no more
than 50 million pounds per year of fin-
ished products must achieve the stand-
ards for BODs, fecal coliform, O&G,
and TSS specified in §432.92(a).

(b) Facilities that generate more
than 50 million pounds per year of fin-
ished products must achieve the limi-
tations for BODs, fecal coliform, O&G,
and TSS specified in §432.92(b) and the

performance

40 CFR Ch. | (7-1-11 Edition)

limitations for ammonia (as N) and
total nitrogen specified in §432.93(b).

(c) Any source that was a new source
subject to the standards specified in
§432.95 of title 40 of the Code of Federal
Regulations, revised as of July 1, 2003,
must continue to achieve the standards
specified in this section until the expi-
ration of the applicable time period
specified in 40 CFR 122.29(d)(1) after
which it must achieve the effluent lim-
itations specified in §§432.92 and 432.93.

§432.96 Pretreatment standards for
new sources (PSNS). [Reserved]

§432.97 Effluent limitations attainable
by the application of the best con-
trol technology for conventional
pollutants (BCT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BCT: Limitations for BODs, fecal coli-
form, O&G, and TSS are the same as
the corresponding limitation specified
in §432.92.

Subpart J—Renderers

§432.100 Applicability.

This part applies to discharges of
process wastewater resulting from the
production of meat meal, dried animal
by-product residues (tankage), animal
oils, grease and tallow, and in some
cases hide curing, by a renderer.

§432.101 Special definitions.

For the purpose of this subpart:

(a) Raw material (RM) means the
basic input materials to a renderer
composed of animal and poultry trim-
mings, bones, meat scraps, dead ani-
mals, feathers and related usable by-
products.

(b) Renderer means an independent or
off-site rendering operation, which is
conducted separate from a slaughter-
house, packinghouse or poultry dress-
ing or processing operation, uses raw
material at rates greater than 10 mil-
lion pounds per year, produces meat
meal, tankage, animal fats or oils,
grease, and tallow, and may cure cattle
hides, but excludes marine oils, fish
meal, and fish oils.

266



		Superintendent of Documents
	2014-08-18T08:58:54-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




